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PART NAME PART NUMBER
VEMDOR NAME YENOCR WUMBER
LRU : MID PCA | VG70-7564400
LRU : MI0 PCA 3 ¥070-764450
5RU : CONTROLLER, HYBRID DRIVER ~ MC477-0263-0002
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EXTENDED DESCRIPTION OF PART UNDER ANALYSIS:
CONTROLLER, HYBRIQ ORIVER (HOC), TYPE I1I, LH2 RELIEF SHUTOFF wALVE
CLOSE SOLENDID.

REFERENCE DESIGNATORS:  40V76A27ARZ9
:  A0VTEAZSAR4AS

QUANTITY OF LIKE ITEMS: 2
TWo

FUNCTION:

CONQUCTS POWER TO CLOSE SOLEMOID IN EACH REDUNDANT CIRCUIT FIR LHZ
RELIEF SHUTOFF VALVE. HDC IS IM SERIES WITH & DIGDE AND A RPC IN SACH
CIRCHIT,
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REVISTON# 1 02/05/84
SUBSYSTEM: EPDEC - MAIN PROPULSION (03-1)
LRU :MID PCA 1 £ 3 CRITICALITY QF THIS
ITEM NAME: CONTROLLER, HYBRID DRIVER FAILURE MODE:l1R3

FAILURE MGCDE:
INADVERTENT OUTPUT, FAILS "ON", FAILS TD TURN “QFF"

MISSION PHASE:
LO LIFT-0FF

YEHICLE/PAYLOAD/KIT EFFECTIVITY: 102 COLUMBEIA
' ;103 DISCOVERY
104  ATLANTIS

CALSE: '
PIECE PART FAILURE, COMTAMIMATION, WIBRATION, MECHANICAL SHOCK,
FROCESSING ANOMALY, THERMAL STRESS.

CRITICALITY 1/1 DURING INTACT ABORT QNLY? MO
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-REDUNDANCY SCREEN A} PASS

B) FAIL
C) PASS
PASS/FAIL RATIONALE;:
A}
8)
FAILS B SCREEM QUE 7O SERIES CIRCUIT CONFIGURATION.
C)
TR BRREGS T
{A) SUBSYSTEM;:

DEGRADATION OF REDUNDANCY AGAINST PREMATURE ACTUATICON CF CLUSE
SOLENOID.

(B) INTERFACING SLBSYSTEM(S): :
NO EFFECT - FIRST FATLURE. SERIES RPC PREVENTS INADVERTENT FCWER TC
Lk2 RELIEF SHUTOFF WALVE CLOSE SOLENMOID.

{C) MISSION: -
NG EFFECT - FIRST FAILURE.
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{0y CREW, YEHICLE, AND ELEMENT(S):
NO EFFECT - FIRST FAILURE.

{E} FUNCTIOMAL CRITICALITY EFFELTS:
1R/3, 2 SUCCESS PATHS AFTER FIRST FALLURE., TIME FRAME - ASCENT.
1) HOC FAILS "ONY.
2) SERTES RPC FAILS "ON" CAUSING LOSS OF CAPARILITY TQ QOPEN LH2 RELIEF
SHUTOFT VALVE (Pve).
3) ONE OF THE TWO RTLS QUMP VALNVES {PVL1?, 18) FAILS TQ UPENW/REMAIN QPEN
FROM MECO + 10 TO MECD + 90 SECOMDS.
oy,
RESULTS I[N LACK OF RELIEFfEAFﬂEILIT? PRIOR TO DUMF, FCISSIBLE RUPTURE OF
THE LH? MANIFOLD CAUSING ALEAKAGE INTO AFT COMPARTMENT, OVERPRESSURIZA-
TION, AND FIREFEXFLOSION HAZARD. POSSIBLE LDSS OF AQDJACENT CRITICAL
COMPONWENTS DUE TO CRYDQGENTC EXPOSURE.

POSSIBLE LOSS DF CREW/VEHICLE.
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{&) DESIGN:
REFZR TO APPENDIX B, [TEM NQ. 1 - HYBR'D DRIVER CONTROLLER.

(8) TEST:
REFER TO APPENDIX B, ITEM NO. 1 - HYBRID DRIVER CONTROLLER.

GROUND TURMARDUND TEST
COMPLETE ELECTRICAL VERIF[CATION v41AB0.0BO0I, EVERY FLIGHT,

{C) INSPECTION:
REFER TO APPENDIX B8, [TEM MWO. 1 - HYBRID ORIVER CONTROLLER,

{0} FAILURE HISTORY:
REFER TO APPENDIX B, ITEM NQ. 1 - HYBRID DRIVER CONTROLLER.

{E) OPERATIOMAL USE:

LH2 MANTFOLD PRESSURE 15 QN CAUTION AND WARNING,

POST MECQ/PRE QUMP: START MPS PROPELLANT DUMP AS SOONW AS POSSIELE.
POST OUMP: OPEN THE LH2 FILL/ORAIN YALVES,

05-6J = 122,01

156



157

PAGE: 4 pRINT DATE: 0Z/06/9C

SHUTTLF CRITICAL ITEMS LIST - ORBITEK NUMBER: 05-64-2062-02

et o e L R N N e e e e ] e o L L L T N M M s s s —— — — — —

e e e . N N = ek N N N NN NN NN RN RN W W W NN W M W M R L L L

RELIABILITY ENGINEER i5. TRUJILLO
RELIABILITY SUPERVISOR iM.L. HOVE

DESIGN ENGINEER id.L. PECK
DESIGN SUPERVIEQOR iT.J. TAUFER
QUALITY ENGINEER :D, MASAT
QUALITY SUPERVISCOR :J.T. COURSEN

HAS2a RELIABILITY :
NASA SUBSYSTEM MANAGER :
Na3d EPD&C RELIARILITY :
NASA QUALITY ASSURANCE :
WASA EPDEC SUBSYS MGR
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