JSC DATA REQUIREMENTS DESCRIPTION (DRD)


	1. DRD Title

B/C Requirements Document


	2. Date of current

    version

 October 2001
	3. DRL Line

    Item No.

    26
	RFP/Contract No. (Procurement completes)

NAS 9-18181

	4. Use (Define need for, Intended use of, and/or anticipated results of data)

To establish functional and detailed requirements for the systems under this Statements of Work and their subsystems.


	5. DRD category: (check one)

x  Technical

€  Administrative

€  SR & QA

	6.  References (Optional)


	7. Interrelationships (e.g., with other DRDs) (Optional)

23


8.  Preparation Information (Include complete Instructions for document preparation)

A Level B/C Requirements document shall be provided for each subsystem.  The Contractor shall be the primary provider of the Level B/C Requirements Document.  The Level B/C Requirements Document shall include the following:

A.  Description of the subsystem/Configuration Items (CIs).

B.  Diagram showing external subsystem interfaces (interfaces to 

      subsystems/systems/facilities external to the subsystem).

C.  Diagram showing internal subsystem interfaces (CI-to-CI interfaces

       within the subsystem).

D.  Level B requirements - a decomposition of the system level requirements

      identified in the DRD 23, Contract Requirements Document (Level A) to the subsystem level.  The Level B requirements shall identify the requirements that affect only that system.

E.  Level C requirements - a decomposition of the system level requirements 

       to Computer Software Configuration Item(s) (CSCI) and/or Hardware

       Configuration Item(s) (HWCI).  The Level C requirements  shall identify the

       requirements that affect only that Configuration Item.  The Level C requirements      

       shall also identify the following:

1.  Malfunction requirements - a requirement for each type of

      malfunction required by NASA. (Malfunctions within a malfunction


      within a malfunction type consist of identical or similar software).

2.  Display requirements - a definition of a category of display required by 
      NASA.

3.  Telemetry and Command requirements - the effector/sensor,

telemetry and command parameters that are required by NASA.

F.  Traceability reports including the following:

1.  System-to-Subsystem-to-CI requirements traceability.

2.  CI-to-Subsystem-to-System requirements traceability.
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